§ 45-9-13 BEDFORD CODE

a. The identification of the business or center as a whole; and

b. Major t=nant and street address range
included within the center. Eaveline

c. A freestanding sign shall be either a I—)-ﬁ'éfwm-._ _

monument or directory Lype sign. -

(2} A mnimuem of ten percent (105 of the B e
sign area shall be devoed o the identifi-
calion of the building or center by name,

{3} Freestanding monument signs or direc-

tory zigne thall be plased porpendicular Figure 45.21 Wall Sign
to approaching vehicular traffic, [See
Figure 45.22 below. |

§45-9-14 Mmvmiom LicaTinG STANDARDS

(a) General Provisions

Figure 45.22

In order to fazilitate wehicular and

pedestrian safety, promote property sccurity, and enhance the overall vse of
properties within this District, exterior site lighting shall be reguired lor all
permitted vses subject to site plan review.

{b) IMumination Levels for Exterior Site Lighting

Exterior lighting levels shall follow the recommended illumination levels found

in the Ilumination Engineering Society Lighting Handbook, most current

edition.

(e} Design of External Light Fixtures

{17 In order to mimimize glare and other adverse cffects associated with
exterior lighting, all exterior lighting fixtures shall be of a design that
provides for luminaire cutoffs with a total cutoff at an angle of seventy-
five degrees (73°) from the vertical.

{2) Further, all l1xwres shall be positoned and/or installed in such a fashion
as 10 prevent unwanted incidental illumination of abutting properties and
streets. [See Figure 4523 Design of Exiernal Lighting Fixtires. |
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ZONING ORDINANCE

Figure 45.23 DESIGN OF EXTERNAL LIGHTING FIXTURES

75 Degree
Maximum
Cut-off Angle

The cut-ofT point
shall not go beyond
any property line

§ 45-9-14

Property Line ELEVATION

Cut-off Lumi-

e Photometric Distribution

—i_ Line (Typ.)

Property Line

Distance is relative to
fixture height and the
anglu ol |ighl cul-ull

PLAN
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